
231 BUICK V6
COMPRESSOR BRACKET (15110-VBB)

INSTALLATION INSTRUCTIONS

PACKING LIST (15110-VBB)

No.   QTY.    PART No.           DESCRIPTION
1.
2.
3.
4.
5.
6.
7.
8.

2
3
3
3
4
3
2
4

15120-VUB
18024-VUB
18025-VUB
18380-VUB
18361-VUB
18030-VUB
18029-VUB
18155-VUB

MOUNTING BRACKET
STL SPCR .750 OD x .406 ID x 2.000 L
STL SPCR .750 OD x .406 ID x 2.750 L
3/8” x 6” COARSE BOLT
3/8” x 1 ½” COARSE BOLT
3/8” LOCK WASHER
3/8” FLAT WASHER
3/8” COARSE LOCKNUT

ALTERNATOR MOUNT (OPTIONAL)
9.

10.
11.
12.
13.
14.

1
1
1
1
1
1

18378-VUB
18312-VUB
18268-VUB
18026-VUB
18030-VUB
18610-VUB

3/8” x 5 ½: COARSE BOLT
5/16” x 1 ¾” COARSE BOLT
3/4” x 13/32” x 1 ³∕8” SPACER
3/4” x 13/32” x 2 15∕16” SPACER
3/8” LOCK WASHER
5/16” LOCK WASHER

FRONT MOUNT DISTRIBUTOR, 
EARLY OR LATE MODEL ENGINES
WITH SANDEN SD-508.

* ALTERNATOR MOUNT OPTION.

ON EARLY ENGINES:

* FILE VALVE COVER
   LIP TO CLEAR.

* FILE BOLT ON
  COMPRESSOR 
  TO CLEAR VALVE
  COVER 1/8”.

USE: WATER PUMP PULLEY
        #25522583.
        CRANKSHAFT PULLEY
        #25522581.

USE: 1/2” x 46.5” BELT
        FOR AIR CONDITIONER.
        1/2” x 42” BELT
        FOR OPTIONAL ALTERNATOR
        MOUNT.
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