INSTALLATION INSTRUCTIONS FOR

ComPac HEATER KIT

(50515-VUH)
INSTALLATION INSTRUCTIONS
HEATER KIT

THE VINTAGE AIR HEATER UNIT IS DESIGNED TO MOUNT INSIDE OF THE FIREWALL IN THE PASSENGER COMPARTMENT. THE INSTALLATION
OF THIS UNIT VARIES ACCORDING TO BODY MANUFACTURER OR MODIFICATIONS TO ORIGINAL FIREWALL. AFTER SELECTING LOCATION (BE SURE UNIT DOES NOT INTERFERE WITH COWL VENT, WIPERS, ETC.) USE TEMPLATE TO LOCATE AND DRILL TWO (2) 9/32" DIAMETER MOUNTING HOLES (SEE PAGE 3).

SEE PAGE 4 FOR HEATER HOSE ROUTING INSTRUCTIONS.
HEATER HOSE INSTALLATION

- After the heater is in place, run 5/8" heater hose from the bottom heater fitting thru firewall or behind kick panel thru floor to the intake manifold heater connection. Install the vacuum heater control valve in this line. See Figure 2.

- Install 5/8" heater hose on top fitting of heater thru firewall or behind kick panel thru floor board and out to water pump connection.

- Fill radiator with coolant. Check all heater connections for leaks.

- Start engine and run until normal operating temperature is reached. Place switch in heat position (see Figure 5) and select fan speed desired. The system will heat the vehicle.

- When valve is closed inlet side of valve should be hot and outlet side should be cool. When the valve is open both inlet and outlet side should be hot.

Connect vacuum hose to vacuum solenoid (see page 5)

Figure 2
WIRING/ VACUUM DIAGRAM
HEATER KIT

FIGURE 3

CONTROL KNOB
OPERATION

FIGURE 4
## 50515-VUH PACKING LIST

<table>
<thead>
<tr>
<th>No.</th>
<th>QTY.</th>
<th>PART No.</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>1</td>
<td>50502-VUE</td>
<td>SLIMLINE HEATER SUB CASE</td>
</tr>
<tr>
<td>2.</td>
<td>1</td>
<td>49700-VUH</td>
<td>HEATER WIRING KIT</td>
</tr>
<tr>
<td>3.</td>
<td>1</td>
<td>63360-VUH</td>
<td>HEATER I K KIT</td>
</tr>
</tbody>
</table>

CHECKED BY: ____________________  
Packed By: ____________________  
Date: ____________________

![Diagram of components 1, 2, 3]